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Abstract
Recent results of the investigation of kinetic and molecular dynamics (MD) models for automotive fuel droplet heating
and evaporation are summarised. The kinetic model is based on the consideration of the kinetic region in the close
vicinity of the surface of the heated and evaporating droplets, where the motion of molecules is described in terms
of the Boltzmann equations for vapour components and air, and the hydrodynamic region away from this surface.
The effects of finite thermal conductivity and species diffusivity inside the droplets and inelastic collisions in the
kinetic region are taken into account. A new self-consistent kinetic model for heating and evaporation of Diesel
fuel droplets is briefly described. The values of temperature and vapour densities at the outer boundary of the
kinetic region are inferred from the requirement that both heat flux and mass flux of vapour components in the
kinetic and hydrodynamic regions in the vicinity of the interface between these regions are equal. At first, the
heat and mass fluxes in the hydrodynamic region are calculated based on the values of temperature and vapour
density at the surface of the droplet. Then the values of temperature and vapour density at the outer boundary of
the kinetic region, obtained following this procedure, are used to calculate the corrected values of hydrodynamic
heat and species mass fluxes. The latter in their turn lead to new corrected values of temperature and vapour
density at the outer boundary of the kinetic region. It is shown that this process quickly converges and leads to
self-consistent values for both heat and mass fluxes. Boundary conditions at the surface of the droplet for kinetic
calculations are inferred from the MD calculations. These calculations are based on the observation that methyl
(CH3) or methylene (CH2) groups in n-dodecane (approximation of Diesel fuel) molecules can be regarded as
separate atom-like structures in a relatively simple United Atom Model. Some results of the application of quantum
chemical methods to the estimation of the evaporation/condensation coefficient are discussed.
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Introduction
In most applications, including those focused on automotive fuel droplets, the modelling of heating and evaporation
processes has been based on the assumption that vapour at the liquid surface is saturated and the problem of
evaporation reduces to the analysis of diffusion of vapour from the liquid (droplet) surface to the ambient gas [1].
The limitations of this approximation have been well known for over a century (see the references in [2]). In a
number of studies, summarised in [1], the evaporation of n-dodecane C12H26 or a mixture of n-dodecane and p-
dipropylbenzene C12H18 (approximating alkanes and aromatics in Diesel fuel) was studied and a new model based
on a combination of the kinetic and hydrodynamic approaches was developed. In the close vicinity of droplet
surfaces (up to one hundred molecular mean free paths), the vapour and ambient gas dynamics were studied
based on the kinetic Boltzmann equations for vapour and air (kinetic region), while at larger distances the analysis
was based on the conventional hydrodynamic equations (hydrodynamic region). These regions alongside the liquid
region are schematically shown in Figure 1. Mass fluxes of components, momentum and energy fluxes were
conserved at the interface between kinetic and hydrodynamic regions. The boundary conditions at the droplet
surface were specified in terms of the evaporation coefficient which was estimated using molecular dynamics (MD)
or quantum chemical (QC) methods.
The purpose of this paper is to provide an overview of the most important results in kinetic, MD and QC analysis
of automotive fuel droplet heating and evaporation, mainly obtained since the publication of [1]. This overview is
complementary to the more general review [3] recently published in Fuel.
The fundamentals of the most advanced self-consistent kinetic model for automotive fuel droplet heating and evap-
oration are summarised in Section 2, following [4]. Basic principles of the United Atom Model, used for the MD
estimation of the evaporation coefficient (used as the boundary condition at the surface of the droplet in kinetic
modelling), are briefly described in Section 3, following [5, 6]. The feasibility of using quantum chemical methods
for studies of the processes at the surface of droplets and estimation of the evaporation coefficient is discussed in
Section 4, following [7]. The main results of the paper are summarised in Section 5.
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Figure 1. Liquid, kinetic and hydrodynamic regions near the surface of the droplet. Ts is the droplet surface temperature,
ρs (nd,pd) are n-dodecane (nd) and p-dipropylbenzene (pd) vapour densities in the immediate vicinity of the droplet surface, TRd
and ρRd (nd,pd) are the temperature and n-dodecane (nd) and p-dipropylbenzene (pd) vapour densities at the outer boundary of
the kinetic region. Reprinted from International Journal of Heat and Mass Transfer, Volume 93, Sazhin et al., A self-consistent
kinetic model for droplet heating and evaporation, Pages 1206-1217, Copyright Elsevier (2016).
A self-consistent kinetic model
As already mentioned, the boundary condition at the interface between the kinetic and hydrodynamic regions has
been inferred from the requirement of the conservation of heat and mass (or species mass) fluxes at this interface.
In all papers published before [4], hydrodynamic heat and mass fluxes were calculated based on the simplifying
assumptions that the temperature at the outer boundary of the kinetic region is the same as the droplet surface
temperature and vapour pressure at this boundary is the same as the saturated vapour pressure at the droplet
surface. This approach allows one to find the corrected values of temperature and vapour density at the interface
between the kinetic and hydrodynamic regions.
The main problem with this approach is that the heat and mass (or species mass in the case of multi-component
droplets) fluxes in the hydrodynamic region, calculated based on these corrected values of temperature and vapour
density, are not necessarily equal to the heat and mass fluxes in the hydrodynamic region used to find these
corrected values. The authors of [4] suggested that this problem can be overcome if an iterative process is used.
In this case, the corrected values of temperature and vapour density (or species densities) at the outer boundary
of the kinetic region were used to calculate the corrected values of hydrodynamic heat and mass fluxes. The latter
leads to new corrected values of temperature and vapour density at the outer boundary of the kinetic region. If this
process converges then self-consistent values for both heat and mass fluxes are obtained.
This iterative procedure is illustrated in Figures 2 and 3 in which the process of calculation of density and tem-
perature at the interface between the kinetic and hydrodynamic regions is shown. Diesel fuel is approximated by
n-dodecane (C12H26), a droplet is assumed to be moving with constant relative velocity equal to 10 m/s and its sur-
face temperature is equal to 600 K; gas temperature and pressure are taken equal to 1000 K and 30 bar respectively.
The calculations are based on the Effective Thermal Conductivity (ETC) model (see [1] for the details). The plots of
j̃k ≡ jk n/(ρ0
√
RvT0) versus αρ and q̃k ≡ qk/(p0
√
RvT0) versus αT are shown in these figures (lines ‘k’). Also, the
plots of j̃h ≡ jh n/(ρ0
√
RvT0) versus αρ and q̃h ≡ qh/(p0
√
RvT0) versus αT (assuming that αρ ≡ ρRd/ρs = 1 and
αT ≡ TRd/Ts = 1) are shown in the same figures (lines ‘h’, iteration 1). The intersection between these two pairs
of lines gives the updated values αρ = 0.979 and αT = 1.031.
In the kinetic models used before [4], these corrections were directly used for calculation of mass and heat fluxes
(see [1] for the details). In the new model these corrections are used to update the values of j̃h and q̃h . The updated
values of these fluxes are shown in Figures 2 and 3 (lines ‘h’, iteration 2). The intersections of these lines with
lines j̃k and q̃k give us new updated values αρ = 0.969 and αT = 1.029. The following iterations, up to iteration
50, lead to relatively small changes in these corrections, as shown in Figures 2 and 3. The difference between the
values of αρ and αT decreases with increasing iteration number; the differences between the values inferred from
the 49th iteration are almost indistinguishable from those inferred from the 50th iteration. Note that, in contrast to
the previously used non-self-consistent models, the approach described above does not rely on the observation
that q̃k is almost independent of αρ and j̃k is almost independent of αT .
The analysis as presented in Figures 2 and 3 was repeated for other droplet surface temperatures in the range
300-650 K and gas temperatures 800 K, 1000 K and 1200 K. The same analysis was performed for bi-component
droplets (80% n-dodecane and 20% p-dipropylbenzene mixture) for gas temperature equal to 1000 K.
The new model was applied to the analysis of heating and evaporation of n-dodecane droplets with initial radii and
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Figure 2. The plots of normalised mass fluxes j̃ ≡ j/(ρ0
p
RvT0) predicted by the kinetic (line ‘k’) and hydrodynamic (lines ‘h’)
models for an n-dodecane droplet moving with constant velocity 10 m/s versus αρ ≡ ρRd/ρs (normalised vapour density at the
outer boundary of the kinetic region). Droplet surface and gas temperatures are assumed equal to 600 K and 1000 K
respectively. Reprinted from International Journal of Heat and Mass Transfer, Volume 93, Sazhin et al., A self-consistent kinetic
model for droplet heating and evaporation, Pages 1206-1217, Copyright Elsevier (2016).
Figure 3. The plots of normalised heat fluxes q̃ ≡ q/(p0
p
RvT0) predicted by the kinetic (line ‘k’) and hydrodynamic (lines ‘h’)
models for an n-dodecane droplet moving with constant velocity 10 m/s versus αT ≡ TRd/Ts (normalised temperature at the
outer boundary of the kinetic region). Droplet surface and gas temperatures are assumed equal to 600 K and 1000 K
respectively. Reprinted from International Journal of Heat and Mass Transfer, Volume 93, Sazhin et al., A self-consistent kinetic
model for droplet heating and evaporation, Pages 1206-1217, Copyright Elsevier (2016).
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temperature equal to 5 μm and 300 K, immersed into gas with temperatures equal to 800 K, 1000 K and 1200 K
and pressure equal to 30 bar. Droplets were either stationary or moving with constant velocity equal to 10 m/s. It
was shown that in all cases the kinetic effects result in a decrease in droplet surface temperature and an increase in
the evaporation time. This increase was shown to be particularly important for higher gas temperatures and moving
droplets [1, 3, 4]. The contribution of p-dipropylbenzene was shown to decrease the kinetic effects on droplet
evaporation time [4].
The analysis presented in this section is based on the assumption that droplets are perfect spheres. The kinetic
model for non-spherical droplets has not yet been developed, to the best of our knowledge. The results of develop-
ment of a hydrodynamic model of spheroidal droplet heating and evaporation are described in [8].
United Atom Model
As already mentioned, the solution to the Boltzmann equation in the kinetic region requires the formulation of the
boundary condition at the liquid/gas interface. This boundary condition is essentially controlled by the evapora-
tion coefficient (see review [9] for the details). A theoretical estimation of this coefficient requires the application of
molecular dynamics (MD) methods [1]. A number of models have been developed to describe the molecular dynam-
ics of complex hydrocarbon molecules, such as n-dodecane. Most of these models are based on the observation
that the C-H bond in complex hydrocarbon molecules is much shorter and much stronger than the C-C bond, and
also stronger than the van der Waals forces between molecules. Thus the methyl (CH3) or methylene (CH2) groups
in the n-dodecane molecule can be regarded as separate atom-like structures in a relatively simple United Atom
Model. In [5, 6] this model was used for the estimation of the evaporation coefficient at the surface of n-dodecane
droplets based on MD calculations.
The contributions of the Lennard-Jones, bond bending and torsion potentials with the bond length constrained were
taken into account. The analysis of [5] was based on 400 molecules, while the analysis of [6] was based on 720
molecules. The results of MD calculations of the evaporation coefficient β, which are presented in the latter paper,
were approximated by the following simple formula (see [1] for the details):
β(Ts) = 7 × 10−6 T 2s − 9.8× 10−3 Ts + 3.7215, (1)
where Ts is the droplet surface temperature (in K). The values of β predicted by Expression (1) turned out to be
compatible with results reported by a number of other authors (see Figure 4).
Note that the United Atom Model is not valid at temperatures close to the critical temperature. In this case, a much
more complex All Atom Model, taking into account the contributions of all atoms should be used. Also, the United
Atom Model does not explicitly take into account quantum chemical effects. The importance of these effects is
discussed in the next section.
Quantum chemical effects
The analysis summarised in the previous section did not explicitly take into account quantum chemical (mechanical)
effects when analysing molecular dynamics in the vicinity of the droplet surface. In a series of our previous papers,
the results of which are reviewed in [7, 3], the applicability of this approach has been investigated. In this section,
the main findings of this investigation are summarised.
Quantum chemical methods
Although the solution to the Schrödinger equation for the wave function ψ in some simple cases (e.g. an isolated hy-
drogen atom) is well known, its general solution in the case when many atoms need to be analysed simultaneously
is still a challenge for quantum mechanical modelling. Perhaps the most widely used simplified method for solving
this equation is the Hartree-Fock (HF) method. Two strategies for application of the HF method for practical cal-
culations have been suggested. In the semi-empirical methods the integrals used in the HF method are estimated
based on experimental data or based on a series of rules which allow one to set certain integrals to zero. In the ab
initio methods an attempt is made to calculate all these integrals.
Although this method is widely used in practical computations, it is still an approximate one and demands consider-
able computational effort. This stimulated the development of alternative approaches to the calculation of electronic
systems, including the Density Functional Theory (DFT) which is focused on the electron density (ρe) rather than
on the wave function ψ. In this approach it is assumed that the energy of a molecule is a function of the electron
density. Since the electron density is a function of position ρe(r), this energy appears to be a function of a function
(functional) of density
On some occasions various approximations of the energy functional in the DFT, that incorporate parts of the exact
exchange from the HF theory, have been used. One such approach is known as B3LYP (Becke, 3-parameter,
Lee-Yang-Parr). Various semi-empirical quantum chemistry methods are important for dealing with large molecules
where the HF method without the approximations (ab initio approach) and DFT are too expensive. In these cases
a range of fitting parameters are typically used to produce the results. The parameters in the PM7 method were
calibrated to obtain results consistent with experimental and ab initio data for more than 9000 compounds. The
accuracy of the PM7 method is close to that of the ab initio and DFT methods used with the 6-31G(d) basis set.
The fundamental differences between the classical molecular mechanics/molecular dynamics (MM/MD), semi-
empirical PM7, ab initio and DFT methods are in the way in which the contributions of electrons are taken into
account. The contribution of all electrons is taken into account in ab initio and DFT with a self-consistent field
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(SCF); only valence electrons are considered in semi-empirical quantum-chemical methods (QCMs) with SCF, and
no electrons are considered in classical MM/MD methods without SCF. A new continuum solvation model based on
the quantum mechanical charge density of a solute molecule interacting with a continuum description of a solvent
is known as the SMD. The term continuum indicates that the solvent is represented as a dielectric medium with
surface tension at the solute-solvent boundary.
In the case of modelling of the transient processes, the Dynamic Reaction Coordinates (DRC) method has been
widely used. The key concept of this method is the Dynamic Reaction Coordinate which is the path followed by all
the atoms in a system assuming the conservation of energy. In contrast to conventional molecular dynamic (MD)
approaches, in this approach the contributions of the processes at the electronic level are taken into account. These
models have been implemented in a number of known programs, including Gaussian 09, WinGAMESS 2013 R1,
and MOPAC2012.
Interaction between molecules and droplets
In this section, the results of the analysis of the collision processes between n-dodecane molecules and clus-
ters/nanodroplets, based on the Dynamic Reaction Coordinate (DRC) method, are briefly summarised, following
[7, 10]. In the DRC approach, the total kinetic energy includes the kinetic energy of random thermal bond vibrations
and rotations and the kinetic energy of the translational motion of the whole molecule. In our previous analysis, this
approach was applied to study the dependence of sticking/scattering of n-dodecane molecules on their angles of
attack, temperature, and cluster/nanodroplet size. The calculations were performed for molecules interacting with a
cluster (7 molecules) or a nanodroplet (64 or 128 molecules) of n-dodecane molecules.
It was shown that at large angles of attack, molecules are absorbed by a cluster or nanodroplet of relatively small
size (diameters in the range 2-7 nm) if the kinetic energy of attacking molecules is low and they are not oriented
exactly towards one of the surface molecules. At angles close to ≈ 1◦ almost perfectly elastic collisions were
observed if the molecules had high kinetic energy (∼ 10 kJ/mol or larger) and were oriented directly towards one
of the surface molecules. It was assumed that the kinetic energy of the molecules in the clusters or nanodroplets
was low and thermal vibrations and bond rotations corresponded to 300-400 K. The kinetic energy of the attacking
molecule was high with their effective temperatures being in the range 500-1200 K.
It was concluded that the probability of the attacking molecule sticking to a droplet is maximal if the molecular
plane is parallel or almost parallel to the droplet surface (multi-point interactions of long n-dodecane molecules with
the droplet surfaces are expected). If the kinetic energy of the attacking molecules is greater than that of boiling
temperature then it is expected that their scattering and removal from the cluster/nanodroplet surface will take
place. It was shown that molecule-nanodroplet interaction results depend on the kinetic energy and orientations
of the attacking and surface molecules. The mechanisms of evaporation of microdroplets and nanodroplets were
shown to involve different processes. In the case of microdroplets, individual carbon molecules were evaporated
from their surfaces, while nanodroplets disintegrated into clusters and individual molecules.
The predicted decrease in the lifetime of the “surface" molecules with temperature when the temperature of nan-
odroplets increases agrees with the prediction of the classical theory based on MD simulations of n-dodecane
molecules using the United Atom Model (see Equation (1)). The analysis described above, however, does not allow
us to predict the evaporation coefficient, as we did in the MD analysis (see Equation (1)). To obtain the values
of this coefficient, using this analysis, one would need to repeat these calculations for a wide range of angles of
attack, orientation of molecules and energies for various conformers and various conditions of clusters and nan-
odroplets. Since this is not currently feasible, an alternative approach to calculating this coefficient, taking into
account quantum chemical effects, is described in the next section, following [11, 7].
Evaporation/condensation coefficient
In the analysis originally presented in [11] and summarised in [7] the transition state theory (TST) was used. This
theory was based on a QC DFT approach taking into account the conformerisation of n-dodecane molecules
(approximation of Diesel fuel). It was shown that the most accurate expression for the condensation coefficient
(assumed to be equal to the evaporation coefficient) is the one averaged over the states of various conformers

























where Ru is the universal gas constant, ρg(l) is the gas (liquid) density, ΔGg→l is the change in the Gibbs free
energy during the condensation process, subscript V shows that the expression βV depends on specific volumes,
〈 〉 shows the averaging over the states of various conformers transferred between two phases. The effects of
both the conformerisation and cross-conformerisation of molecules were taken into account. Ninety-five stable
conformers were selected based on the changes in the Gibbs free energy.
A comparison between the results of calculations of β = βV based on Expression (2) and those obtained previously
is shown in Figure 4, reproduced from [7]. As can be seen from this figure, taking into account QC effects leads to
marginal modification of the predicted evaporation/condensation coefficient unless the temperature approaches the
critical temperature. Thus, although the analysis of QC effects takes into account many new effects ignored in the
conventional force fields (FF) approach, the contribution of these effects to the values of the evaporation coefficient
turned out to be marginal.
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Figure 4. Comparison of the values of the evaporation coefficient β, predicted by MD, FF (symbols 1-4, curves 5-8) and
Expression (2) (curve 9), versus normalised temperature (T/Tc (Tc is the critical temperature)). Symbols (1-4) refer to the
models for structureless LJ fluids with various input parameters (see [7] for the details), curves 5 and 7 refer to the results
obtained from the United Atom Model, curve 6 refers to the results of calculations based on the TST model reproduced from [5],
curve 8 is based on the results of calculations using the model described by Mizuguchi et al. [12]. QC calculations were
performed using DFT ωB97X-D/cc-pVTZ and SMD/ωB97X-D/cc-pVTZ. Reprinted from Fuel, Volume 165, Sazhin et al.,
Quantum-chemical analysis of the processes at the surfaces of Diesel fuel droplets, Pages 405-412, Copyright Elsevier (2016).
Conclusions
The results of several recent developments of kinetic and molecular dynamics (MD) models for automotive fuel
droplet heating and evaporation are described, based on previously published journal papers (mainly from 2015-
2017). The kinetic models, developed in a series of our recent papers, are based on consideration of the kinetic
region in the immediate vicinity of the surface of the heated and evaporating droplets and the hydrodynamic region
away from this surface. In the kinetic region the motion of molecules was described in terms of the Boltzmann
equations for vapour components and air. The effects of finite thermal conductivity, recirculation and species dif-
fusivity inside the liquid droplets were taken into account, alongside the effects of inelastic collisions in the kinetic
region. A self-consistent kinetic model for heating and evaporation of Diesel fuel (approximated by n-dodecane
C12H26 or a mixture of n-dodecane and p-dipropylbenzene C12H18 (approximating alkanes and aromatics in Diesel
fuel)) droplets is described. In this model, the values of temperature and vapour density at the outer boundary of the
kinetic region are inferred from the requirement that the heat flux and mass flux of vapour components in the kinetic
and hydrodynamic regions in the vicinity of the interface between these regions are equal. At first, the heat and
mass fluxes in the hydrodynamic region were calculated based on the values of temperature and vapour density at
the surface of the droplet. Then the values of temperature and vapour density at the outer boundary of the kinetic
region, obtained following this procedure, were used to calculate the corrected values of hydrodynamic heat and
species mass fluxes. The latter in their turn led to new corrected values of temperature and vapour density at the
outer boundary of the kinetic region. It was shown that this process quickly converges and leads to self-consistent
values for both heat and mass fluxes.
Boundary conditions at the surface of the droplet for kinetic calculations were formulated in terms of the evaporation
coefficient, the values of which were inferred from the molecular dynamics (MD) calculations. These calculations
were based on the United Atom Model. The latter model is based on the observation that methyl (CH3) or methy-
lene (CH2) groups in n-dodecane (approximation of Diesel fuel) molecules can be regarded as separate atom-like
structures. Some recent results of the application of quantum chemical methods to the analysis of the interaction
between molecules and the surfaces of molecular clusters and nanodroplets are summarised. It is shown that
quantum-chemical (QC) analysis leads to marginal modifications of the predicted evaporation coefficient, using the
United Atom Model, unless the temperature approaches to the critical temperature for n-dodecane.
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Nomenclature
G Gibbs free energy [kJ kmole−1]
j mass flux [kg m−2 s−1]
p pressure [Pa]
q heat flux [J m−2 s−1]
r position [m]
Ru universal gas constant [kJ kmole
−1 K−1]



















Rd outer boundary of the kinetic region
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